Omron demo for sending e-mail w/ attachment from Omron ETN21 

(This is the Setup for CJ1W-ETN21 in CX Programmer V4.0) 
1) Go Online with the CJ1 PLC. Put the CPU in Program mode.
2) Go to I/O Table. Go to the “Options” menu and click on “Create”.

This will create an I/O Table.
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3) Right click on the Ethernet module and click on “Unit Setup”.
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3) You should see the following screen. If your screen doesn’t display the same tabs as shown below, the module isn’t setup for ETN21 mode. To change this, go to “Options” and select “Change Ethernet Unit mode”.

4) Change the IP Address of the ETN21 to 192.168.0.2
Set the subnet mask to 255.255.255.0
Match these settings under the “Setup” tab.
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5) Match these settings under the “FINS/TCP” tab.
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6) Match these settings under the “DNS” tab.

[image: image5.png]Ethernet Unit CPU Bus Uni

Fie Optons Heb

Setp | AINS/TCP DNS | SMTP | FOP | Wi Adrss | S Mo | Recsive Mai | ko AdustTine
DNS Servr S

1P Address [}
Fot No. [o [0 defat (53]
Rty timer P e Do

[CIMCPUL2_ Program





7) Match these settings under the “SMTP” tab.
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8) Match these settings under the “POP” tab.
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9) Match these settings under the “Mail Address” tab.
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10) Match these settings under the “Send Mail” tab.

            PLC Bit 101.00 will trigger the send of the e-mail.

            Starting at D100 is the ASCII codes for the “User Message”

            In this demo, “Production Data” will be displayed.

            An attached file: (omron.csv) will also be part of the e-mail.
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11) Match these settings under the “Receive Mail” tab.

[image: image10.png]Ethernet Unit CPU Bus Uni

Fie Optons Heb

Setp | FINS/TCP | DNS | SMTP | FOP | Wi Adrss | Send il Recsive Mot | ko Adust Tine

|-Posting Mai Address Potecton Seting
I~ Prtect usng ma address
Mai acdress E
[-Receive Atached F Sfing | ~Recsive Command Sefing
7 Recsivefie with speciied sxenson oly | | ¥ Receive specfied commands only
¥ o8 7 csv I~ Fietine I™ Grangellode
7 s P W Fiefead W ErcrlogRead
" on :: FleDelte :z ErorlogCear
V FileList ¥ MailogRead
7 Cusen (=) ¥ UMeckp ¥ WailagCear
I Costom 2 fetension) ¥ PARAMBackwp ¥ Test
™ Custom 3 {extension) ™ oMWrte ¥ FinsSend
W (OMRead

[CIM-CPUL2 [Program





12) Match these settings under the “Auto Adjust Time” tab.

[image: image11.png]Ethernet Unit CPU Bus Unit

Fie Optons Heb

Setp | FINS/TCP | ONS | SMTP | PO | Wi Acss | S Mo | Recsive i Auto Adust T |

SNTP (Simple Network Time Protocol) Server Setup
T~ Gethe i rfomaten fom he SNTP sever
atorgurToe [ [ e
Severspecticatontpe € Phdiess € Hosliane
P hddess [ o o
i ]
PortNo. IJ— 0:defot (123]
Ry timer oo (0:defauk (101
Aot Time ? T e 2001300

[CIMCPUL2_ Program





End of Procedure

