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GPProEx Pass Thru Function to Allen-Bradley MicroLogix 1000 PLC.
PURPOSE:




This document will show how to set-up the Pass-Thru Function from a Pro-Face touch screen to Allen-Bradley MicroLogix 1000 PLC.
REQUIRED EQUIPMENT:

1. 1761-L32BWA
Allen-Bradley MicroLogix 1000 PLC.

2. EKI-2528-AE

Advantech 8-Port Ethernet Switch.

3. AGP3200-T1-D24
Pro-Face Touch Screen.

4. S8VM-03024

Omron 24VDC Power Supply.

5. HMI-CAB-ST106 / CABLE0001-01
ST401
Pro-Face Communication Cable.
REQUIRED SOFTWARE:

1. RSLinx V2.54

Allen-Bradley Communication Software.

2. RSLogix 500 V8.10
Allen-Bradley PLC Programming Software.

3. GP-Pro EX V2.50
Pro-Face Programming Software.

4. Pass-Thru Configuration Tool
REQUIRED CABLES:

1. Ethernet cable(s)
2. CA3-USBCB-01
Pro-Face Programming Cable

3. 1761-CBL-PM02
Allen-Bradley RS232 PLC Programming Cable

FILES:

· Pass-Thru Function AB MicroLogix.doc
The file you are reading.
· Pass-Thru Function AB MicroLogix.rss
AB PLC Program.

· Pass-Thru Function AB MicroLogix.prx
Pro-Face Touch Screen Program.

HELPFUL MANUALS:

· 1761-UM
MicroLogix 1000 Programmable Controllers User Manual

· AGP3000_SeriesHardwareManual.pdf
· PassThruFunctionGuide.pdf
· SettingUpPassThruFunction.pdf
INSTRUCTIONS:
1. Apply power to all items & install all cables.  Install all required software.  Be sure to install the Pass-Thru Configuration Tool as explained in the PassThruFunctionGuide.pdf file.
2. Set the IP address of the AGP3200.  In this example, the IP address of 192.168.1.80 is used for the touch screen.  Set the RS232 communication parameters as explained below.  Save, and then download the touch screen file to the touch screen.
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3. Set-up the communication in the PLC as explained below & and then download to the PLC via the 1761-CBL-PM02 cable.  Place the PLC in Run Mode once complete.
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4. Press the Add(A) button in the Pass-Thru Configuration Tool.  Select the PLC1 (or whatever name is associated as the Device Name from Step #2) & press Add(A).  The COM port may differ upon your computer settings.
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5. Type in the IP Address of 192.168.1.80 and press OK.
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6. Press OK in the following box.

[image: image6.jpg]Please selectthe COM portthat the application uses.

comz

usB

= 8 192168001 080
=63 F1
m rict
Add(A)
Delete(D)
Find GP(F)

oK Cancel





7. Select Connect all settings(C) after the AGP is found.  Be sure to leave the software open (or the next step will not work).
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8. Open up RSLinx & and go online.  Be sure the Com Port matches to that of step #4.  Press the Auto-Configure button.  Press the OK button after the message Auto Configuration Successful! is displayed.
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